


Attaching Legs to a Worksurface

turnstone

Post Leg (Fixed Height
and Adjustable Height

CAUTION:
Post legs with casters are not
to be used with 18" deep
tables. See note on page 1
for details.

NOTE:

There is no difference in
installation of fixed height
and adjustable height legs.

T-Leg (Fixed Height
and Adjustable Height

Column-Leg

CAUTION:

The column leg base is not to
be used with a 48" diameter top.
See note on page 1 for details.
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NOTE:
Column legs come in two (2)
lengths: 27"H and 39"H.

Base Assembly

9
% 3/8-16 x 1-1/4" LONG
?_l HEX HEAD SCREWS
Ay
=)
NOTE:

Base assemblies legs come in
two (2) sizes: 22" diameter for
24", 30" and 36" worksurfaces
and 28" diameter for 42" and 48"
worksurfaces.
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Leg to Worksurface Locations (continued)

turnstone

NOTE:

Rectangular, Racetrack, Boat-Shaped & Oval
See page 2 for

Conference Table Top - 48x96

RECTANGULAR OVAL
RACETRACK
BOAT-SHAPED ROUND LEG

base assembly.

Rectangular, Racetrack & Boat-Shaped
Conference Table Top - 48x120

RECTANGULAR
RACETRACK
BOAT-SHAPED ROUND LEG

1" APPROX. ?

2 PLACES 2

NOTE:

T See page 2 for
base assembly.
| | 4PLACES
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13" APPROX.
2 PLACES

Rectangular, Racetrack & Boat-Shaped
Conference Table Top - 48x144

RECTANGULAR ,
RACETRACK "
1" APPROX. e
BOAT-SHAPED ROUND LEG 2 PLACES /
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13" APPROX.
2 PLACES
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NOTE:
See page 2 for
base assembly.

2 PLACES
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